Color Key:

Red: RapidCal™ Equipment
Blue: Customer provided
Black: Tank and foundation.
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[ i Notes: Dimensions are in mm [inches].
| 1. All information pertaining fo METTLER TOLEDO's RapidCal™ shall be
L] treated confidentially.
T | ZN 2. Calibration Modules should stand vertically within 0.5 degree when
| assembled fto the tank.
| : 3. The attachment points to the tank and foundation must withstand the
B Max. Calibration Force (CFm) with a suitable factor of safety. Reinforce
- o - 1 the attachment points as necessary. Bracket details shown are for
a0 ' : R reference only.
a 90 L . 4 & : L. CFm (lb) = Scale Capacity (lb) / N.
' q_A _ < 4 : R CFm (Newtons) = g*Scale Capacity (kg) / N.
% ' ¥ o where g = 9.81 m/s? and N = number of Calibration Modules used in the
< 4 a T gl calibration.
o g _ ' ‘ql- 5. Minimum distance from Calibration Module center line (CL) to tank scale |
" or other obstacles is 65 mm [2.56 inl.
40 [157") See (6. 6. Minimum clearance around threaded rod (measured from its center line)
to tank wall, reinforcement, gussets and mezzanine/structure is 40 mm
[1.57 in].
NN Max obstacle boundary NN 1. For safety, use MT-approved high-strength threaded rod and hardware
65 [2.56"]See (5) below scale level only.
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